DECON - SYSTEMS
Automatic - Top Loading
Washing Decontamination Machine

DeconWash
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DECON-SYSTEMS
PRINCIPLES OF THE DECONWASH
Simply load the basket with the components to be cleaned, close the lid and press the start button to begin
the wash cycle. This cycle is adjustable and resets automatically each time the lid is opened.
The wash basket remains stationary whilst the spray boom revolves around it. This means that the delicate
components will not get damaged by movement inside the basket.
Over 120 litres of liquid is sprayed at components every minute. The liquid returns to the tank and is filtered
to remove debris etc, first in a de bris filter basket, after that there are a additional cartridge filtration to 20100 micron.
The components are deaned quickly and due to the temperature of the water, f1ash dry in seconds after the
cycle has completed.
Rotating boom with static basket preventing
component damage

The wash solution is filtered on return
to the water tank by a debris filter
basket.  Any coarse debris and swarf
removed during the wash cyde is
retained within the filter, which is easy
to remove and dean.

The liquid is also filtered through a cartridge filter
which can be selected from 20 to 100 micron

Electrical
Fluid Volume
Heater Output
Pump pressure
Pump Wash Rate
Motor rating
Load Capacity
Insulating Material
Basket Diameter
Boom Clearance
Base Size
Overall Height

DeconWash 60

DeconWash 84

DeconWash 99

3 phase N+E
160 l
6 kW
3,3 bar
120 l/min
2,2 kW
150 kg
18 mm cavity fill
600 mm
400 mm
920 mm x 1200 mm
1480 mm

3 phase N+E
160 l
9 kW
5,3 bar
160 l/min
2,2 kW
150 kg
18 mm cavity fill
840 mm
500 mm
1100 mm x 1380 mm
1480 mm

3 phase N+E
200 l
9 kW
5,3 bar
160 l/min
2,2 kW
DECON-SYSTEMS
200 kg
18 mm cavity fill
990 mm
500 mm
1260 mm x 1540 mm
FAGERSTRÖM
1480 mm
INDUSTRIKONSULT AB

Fagerström Decon-Systems
has developed the most effective cleaning machines for decontamination
of cavities as reactor- and fuelpools.
RCC 10 (Reactor Cavity Cleaner) cleans the basin with two against each other rotating brushes.The
machine is easily manouvered along the walls and controlled by two joysticks.Transfer in height is done by emptying the basin.Two jetbeams provides necessary bearing pressure against the wall.
Decontaminates the basin at the same time it is emptied.  Minimizes necessary time for cleaning.
Only the oxide layer is removed. Prevents airborne contamination by absorbation. Crane is not occupied. Reaches even curved walls.
RCC 1 can be delivered with air motors or electrical motors
The rotation of the brushes polishes the surface and removes the contamination without removing
any material off the wall. RCC 5 is manouvered with the polar crane which it is hanged up in.
A module system making it posssible in an easy way to elaborate its accessibility after Your needs.
RCC 1 minimizes time needed for cleaning, airborne contamination and also a considerable reduction
of personal radiation dose.

Fagerström Decon-systems has deleloped High pressure and  Wet blasting booths.  We build to your needs.

Fagerström Decon-systems has developed a Decon Wash for small
parts.
We build to your needs.

Fagerström Decon-systems has
developed a Sorting Box for
waste with In-Drum 20 tons
Compactor.
We build to your needs..

SS EN ISO 9001 : 2008
SS EN ISO 14001 : 2004

Fagerström Decon-systems has also smaller alternative High pressure or Wet
blasting- and rinsing cabinets.  We build to your needs.
Fagerström Decon-systems
has developed a Drum Transport Trolley for easy handling
of  waste drums.
We build to your needs.
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