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DECO-SYSTEMS
SORTING BOX with IN-DRUM COMPACTOR
The sorting box allows manual sorting of the collected waste in dry and wet
solid waste. The dry solid waste further in combustible / compressible waste and
in non combustible / non compressible waste.
The sorting box is designed as a glove box and consists of a steel frame with
steel walls and with lead glass windows at the front.
In order to achieve a good ergonomic working position for operation personnel,
the working position of the sorting box are equipped with operator platforms
which are vertically adjustable.
In the rear area of the sorting box dropping holes are provided for wet solid
waste and for non combustible, non compressible solid waste. Below the
dropping holes drums are arranged for these waste types.
The drums below are arranged on drum-carriages which are hydraulically driven.
The design of the sorting box allows use of different types of drums
The sorting box is provided with an exhaust ventilation system for removal of
dust generated e.g. during opening and sorting of the bag content and during
compaction and provides a slight under-pressure in the box.
The in-drum compactor is used to reduce the volume of combustible and
compressible solid waste.
The compactor compress the waste into a 200 l drum and is driven by two
hydraulic pistons. The maximum compaction force of the in-drum compactor
is 20 tons. To reduce the dose rate of operation personnel during sorting and
compacting process, the area is shielded.
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Fagerström Deco-Systems
has developed the most effective cleaning machines for decontamination
of cavities as reactor- and fuelpools.
RCC-10 (Reactor Cavity Cleaner) cleans the basin with two against each other rotating brushes.The
machine is easily manouvered along the walls and controlled by two joysticks.Transfer in height is done by emptying the basin.Two jetbeams provides necessary bearing pressure against the wall.
Decontaminates the basin at the same time it is emptied. Minimizes necessary time for cleaning.
Only the oxide layer is removed. Prevents airborne contamination by absorbation. Crane is not occupied. Reaches even curved walls.
RCC-1 can be delivered with air motors or electrical motors
The rotation of the brushes polishes the surface and removes the contamination without removing
any material off the wall. RCC-1 is manouvered with the polar crane which it is hanged up in.
A module system making it posssible in an easy way to elaborate its accessibility after Your needs.
RCC 1 minimizes time needed for cleaning, airborne contamination and also a considerable reduction
of personal radiation dose.

Fagerström Deco-systems has deleloped High pressure and Wet blasting booths. We build to your needs.

Fagerström Deco-systems has developed a Decon Wash for small
parts.
We build to your needs.

Fagerström Deco-systems has
developed a Sorting Box for
waste with In-Drum 20 tons
Compactor.
We build to your needs.

SS EN ISO 9001 : 2008
SS EN ISO 14001 : 2004

Fagerström Deco-systems has also smaller alternative High pressure or Wet blasting- and rinsing cabinets. We build to your needs.
Fagerström Deco-systems
has developed a Drum Transport Trolley for easy handling
of waste drums.
We build to your needs.
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