DECO - SYSTEMS
Drum Handling Unit

Automatic Drum
Capping/Decapping Device

FAGERSTRÖM
DECO -SYSTEMS

7

DECO-SYSTEMS

Drum Transfer Device

The Drum Transfer Device is used to transfer empty or filled drums.
Empty drums will be put onto the conveyor manual at the Manual Drum Input Position. Filled
Drums will be handed over from the Drum Store Crane at the Drum Transfer Position for
further treatment. From the hand over positions the drums will be moved to the following
positions:
- Manual Drum Input Position
- Drum Capping/Decapping Device (two positions)
- Drum Filling Station
- Drum Flushing Station
- Input position for drums with spent filter cartridges.
- Downholder Handling Device, for waste in drums (filters etc)

HMI interface with Touch Panel
on the control Cabinet

Drum Capping/Decapping Device

The Drum Capping/Decapping Device is used for decapping of the drums before filling with
cement compound at the Drum Filling Position. The machine can be controlled manually or
automatically, and of an overall computer system.
The capping system is a unit collecting a number of functions. The support of the unit is very
robust and made of stainless steel and aluminum.
The uncapped lid will be used for capping of the filled drum.
During cementation two drums will be handled at the same time in the Drum Handling Unit. If one
drum is in the Drum Filling Station another is waiting uncapped for immediately transfer into the
Drum Filling Station after the filling of the first drum is finished.
Therefore two lids must is handled at the same time in the Drum Capping and
Decapping Device.
After Drum Handling Process (decapping – filling – capping of the drum) exact the same lid is on
the appropriable drum.

DECO-SYSTEMS

Drum Filling Station

Trolley 400 L Drums

Trolley 200 L Drums

Drum Capping/Decapping Device
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Fagerström Deco-Systems
has developed the most effective cleaning machines for decontamination
of cavities as reactor- and fuelpools.
RCC-10 (Reactor Cavity Cleaner) cleans the basin with two against each other rotating brushes.The
machine is easily manouvered along the walls and controlled by two joysticks.Transfer in height is done by emptying the basin.Two jetbeams provides necessary bearing pressure against the wall.
Decontaminates the basin at the same time it is emptied. Minimizes necessary time for cleaning.
Only the oxide layer is removed. Prevents airborne contamination by absorbation. Crane is not occupied. Reaches even curved walls.
RCC-1 can be delivered with air motors or electrical motors
The rotation of the brushes polishes the surface and removes the contamination without removing
any material off the wall. RCC-1 is manouvered with the polar crane which it is hanged up in.
A module system making it posssible in an easy way to elaborate its accessibility after Your needs.
RCC 1 minimizes time needed for cleaning, airborne contamination and also a considerable reduction
of personal radiation dose.

Fagerström Deco-systems has deleloped High pressure and Wet blasting booths. We build to your needs.

Fagerström Deco-systems has developed a Decon Wash for small
parts.
We build to your needs.

Fagerström Deco-systems has
developed a Sorting Box for
waste with In-Drum 20 tons
Compactor.
We build to your needs..

SS EN ISO 9001 : 2008
SS EN ISO 14001 : 2004

Fagerström Deco-systems has also smaller alternative High pressure or Wet blasting- and rinsing cabinets. We build to your needs.
Fagerström Deco-systems
has developed a Drum Transport Trolley for easy handling
of waste drums.
We build to your needs.
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